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Drilling machine 

HR2470 
780 W • SDS-Plus compatible • 24mm 
• 2,4 J 

SDS-Plus compatible 24 mm drill driver - 3 Func. 
 
Compact and efficient drill driver compatible with SDS-
Plus drill bits. Suitable for drilling and impact drilling. 
Motor power of 780 W and speed adjustable between 0 
and 1,100 rpm from switch. 
 
Impact energy of 2.4 J. 
 

 TECHNICAL FEATURES 

Max delivered power 780 W 

No-load speed 0-1100 min-¹ 

Pulses per minute 0-4500 min-¹ 

Max. hole wood diameter 32 mm 

Max. hole concrete diameter 24 mm 

Max. hole steel diameter 13 mm 

Recommended diameters for drilling 

on concrete 

8 - 24 mm 

Shot power 2,4 J 

Capapcity of cutting sweet steel    

(up to 400 N/mm²) 

54 mm 

Power cable 4 m 

Sound power level 100 dB(A) 

Sound pressure level 90 dB(A) 

Noise uncertainty (K factor) 3 dB(A) 

Vibration level (3 axes), drill 4,5 m/s² 

Vibration level (3 axes), drill 15,5 m/s² 
  

SDS-Plus V-plus fúró 8x210/150mmPunta SDS V PLUS 8x200/260mm 

B-47503 

Punta SDS V PLUS 8x340/400mm B-47525 

Punta SDS V PLUS 8x540/600mm 

ACCESSORI OPTIONAL 

B-47531 

Punta SDS V PLUS 9x100/160mm B-47547 

 


